Nickel-cadium batteries for Apollo telescope mount by Kirsch, W. W. & Shikoh, A. E.
General Disclaimer 
One or more of the Following Statements may affect this Document 
 
 This document has been reproduced from the best copy furnished by the 
organizational source. It is being released in the interest of making available as 
much information as possible. 
 
 This document may contain data, which exceeds the sheet parameters. It was 
furnished in this condition by the organizational source and is the best copy 
available. 
 
 This document may contain tone-on-tone or color graphs, charts and/or pictures, 
which have been reproduced in black and white. 
 
 This document is paginated as submitted by the original source. 
 
 Portions of this document are not fully legible due to the historical nature of some 
of the material. However, it is the best reproduction available from the original 
submission. 
 
 
 
 
 
 
 
Produced by the NASA Center for Aerospace Information (CASI) 
https://ntrs.nasa.gov/search.jsp?R=19750017219 2020-03-22T22:08:01+00:00Z
w
	 e
dre: ' ►ORM Aia ( VLRTICAL) (AUGUST 111410)
NOTICE — when Government driwlnss, n pacifIcations, or other data pre , used for SONY purpose other than in connection mlth a d-3finitsiY related Gov-
eroment procurement o,•.;Stlom, tke United State• Governmenc, tkerobv Insure no rosponsih4lity nor opllsetlnn what:rover. and the feet that the
Govermmsnt mar nave formulated. 1: rnlshsd, or In *or wa/ supplied the amid drawings mpWflcatlons or otkoi data Is not to he ressrded by im-
liution or otherwise as In any moc.ner IlcenmIn g tits kolAer or an y other person Or "rperstlon, or oenvowins any rishim or permission to manu-
facture, use, or sell an y potooted Invention Ckst may In any war M related there4414
APPLICATION	 PART No.	 Tx-e l	 REVISION S
NEXT ASSY I USED ONI	 I I SY#4	 DESCRIPTION 	 DLiTE	 APPROVAL.
(N ASA-CR-120747) N ICKEL-CADIUM BATTERIES
	 N75- 25291
FOR I-POLLO TELESCOPE MOUNT (Sperry Rand
Corp.)	 84 p HC $4.75
	 CSCL 10C
Unclas
G3/44 17776
SUMMARY TEST REPORT ON
NICKEL-CADMIUM BATTERIES
FOR APOLLO TELESCOPE MOUNT
A%q,1516 
T T 7'9c'
C4 x
a
^ c a r- C
i oe 0 
Z	
r^
	OD 	 w ... tit	 ^-
	
^^	 g a '^ [ACS	 -^L^,cs rrt	 h
	
t^	 = r- t7 vim',
s <
UNLESS OTHERWISE SPEC IF IED
DIMENSIONS AA15 IN iNCHEa
TOLERANCES ON:
mCI•ONS	 DECIMALS	 ANGLES
ORIGINAL DATE
OF DRAWING	 6/22/70
DRAFTSIZAN CHECKER
TRACER CHECKER
MATERIAL ENGINEER ENGINEER
SUBMITTED
L.	 E.	 Paschal
HEAT TREATNENI
APPROVED
FINAL PROTECTIVE FINISH
SUMMARY TEST REPORT FOR
NICKEL-CADMIUM BATTERIES
FOR APOLLO TELESCOPE
MOUNT
KALE
UNIT WT
GEORGE C. MARSHALL
SPACE FLIGHT CENTER
NATIONAL AERONAUTICS
AND SPACE ADMINISTRATION
HUNTSVILL[. ALARIAMA
of 84
r.^
DWG
SIZE	 40M22411
,A► SHEET
	 1
I
_--
J I	 l I __.
+	 I
i
SUMMARY TEST RLPORT ON
NICKEL-CADMIUM BATTERIES
FOR APOLLO TELESCOPE MOUNT
by
W. W. Kirsch
A. E. Shikoh
Distribution of this report is provided in the interest of
information exchange. Responsibility for the contento resides
in the author or organization that prepared it.
Prepared under Contract No. NAS8-20055 by
SPERRY RAND
SPACE SUPPORT DIVISION
Space Power Sources Section
Huntsville, Alabama
For
Power Branch
Electrical Divisl.on
Astrionics Laboratory
NASA-GEORGE C. MARSHALL SPACE FLIGHT CENTER
E
a,
	•
AB
y	 =	 w	 i
STRACT
{
-a
1i
i
1
I^
E,
j
'r
I
4
i
This summary report presents the operational testing and evaluation program con-
ducted on 20-ampere-hour nickel--cadwium (Ni--Cd) batteries for use on the Apollo
Telescope Mount (ATM). The test program was initiated in 1967 to determine if the
batteries could meet ATM mission requirements and to determine operating character-
istics and methods. The ATM system power and charging power for the Ni-Cd second-
ary batteries is provided by a solar array during the 58-minute daylight portion of the
orbit; during the 36-minute night portion of the orbit, the Ni-Cd secondary batteries
wg177 supply ATM system power.
The test results reflect battery operating characteristics and parameters relative
to simulated ATM orbital test conditions. Maximum voltage, charge requirements,
capacity, temperature, and cyclic characteristics are presented.
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SUMMARY TEST REPORT ON
NICKEL-CADMIUM BATTERIES
FOR APOLLO TELESCOPE MOUNT
SUMMARY
An operational and evaluation test program was conducted by the George C.
Marshall Space Flight Center (MSFC) on nickel-cadmium (Ni-Cd) batteries for use on
the Apollo Telescope Mount (ATM). Each ATM 20-ampere-hour battery is composed
of 24 series-connected sealed Ni-Cd cells manufactured by the General Electric
Company. Testing was conducted under simu'ated ATM orbital conditions consisting
of a 58-minute charge time and a 36--minute discharge time within a temperature range
of minus 20 degrees Celsius (°C) to 40°C. A 4000 cycle operational life is required
for ATM. Research and development testing was directed toward determining Ni-Cd
battery characteristics, such as, maximum voltage, charge requirements, capacity,
temperature, and cyclic characteristics. Of all the recommended charging regimes
and techniques, a combination constant current/constant voltage technique was most
applicable for ATM.. The important cell and battery control parameters,
based on the charge regime, were as follows: typical cell voltage levels were limited
to i , 47 to 1.55 volts during charge to prevent hydrogen evolution; charge current was
limited by hydrogen evolution possibilities on the high side and by inefficient charge
acceptance on the low side; recommended charge termination control was via a third
electrode signal but no specific load values or control limits were available.
Initial maximum voltage tests were conducted using a 10-ampere constant current
charge until the total battery voltage reached a preset level determined by the maxi-
mum allowable individual cell voltage of 1.47 volts at 25°C. Then, the charge was
limited to a constant voltage charge. Cell voltage divergence occurre- 1 -?:firing initial
tests and was cau ..ed by a difference incapacity of th.) individual cells or as a
result of a memory phenomena. Memory is an unexplained lass of usable capacity and
is a function of temperature and cyclic history. Two methods were used to reduce the
cell divergence: one method was by reducing the constant voltage charge by at least
0.6 volts below the maximum battery voltage; the other method was to match all cells
on an ampere hour in-and-out basis. Tests of matched and unmatched batteries using
the modified charge regime resulted in a higher total capacity for the matched battery
which was attributed to the bigftar voltage to which the battery is charged. An increase
in battery operating voltage was attributed to the 24 matched cells. The charge regime
was subsequently refined with the ma74mum individual cell voltage established at 1.5
volts and the constant voltage charge reduced 0.8 oft below the maximum allowable
battery voltage. The maximum cell voltage or battery voltage is also temperature
dependent. Typical a;,a.ximum voltage values are 36.8 volts at minus 10°C, 36 volts at
100 C, and 34.6 volts at 30"C. The use of the maximum voltage level as a battery
charging limit appears to delay the onset of memory.
{Charge acceptance efficiency has been determined to be a function of current rate
and temperature. High charge rates are detrimental to the battery when the battery is
at low temperature with hazards of possible hydrogen evolution. A 15-ampere charge
rate was chosen for compatibility throughout the ATM temperature range. Charge
rates of 15 ampere-hours at minus 20°C were performed and found to be acceptable.
The cyclic operation of a. Ni--Cd battery requires that more electrical energy be
replace during charge than is removed during discharge. The ratio of ampere-hours-
in to ampere-hours-out is defined as recharge fraction. The recharge requirements
for 20-ampere-hour cells have been empirically determined for loads ranging from
100 to 300 watts and for temperatures from minus 10°C to 30° C. These recharge
values are an improvement in the state-of-the-art. At 20°C with a 200-watt electrical
load, the battery recharge fraction was reduced from 120 to 107 percent while battery
efficiency was increased from 75 to 85 percent. Under these conditions the heat gener-
ated per cycle has been decreased from 28 watts to 17 watts.
The third electrode signal characteristics tests resulted in the determination of
internal third electrode resistance and signal temperature response, and depicted the
nonuniformity of cell response when the cells were subjected to identical cyclic opera-
tions. Maximum internal resistance occurs when the external load is between 150 and
300 ohms. At maximum internal resistance the third electrode signal approaches a con-
stant current source. The constant current characteristic can be used to facilitate the
selection of three control cells with nearly identical third electrode signal character-
istics to provide charge termination in a flight battery.
Useful battery capacity was determined as a function of temperature, cyclic history,
and charge,/discharge control parameters. Available battery capacity was found to de-
crease after extended cycling and this capacity degradation rate increased with increas-
ing temperatures. This capacity degradation, considered as a memory phenomena, may
be .reduced by operation under varying cycling conditions. A significant capacity re-
covery may be obtained by discharging the battery and shorting out each cell for a min-
imum of 72 hours. Also a partial restoration of capacity can be achieved by subjecting
the battery to several cycles at 0°C .
From these results, the ATM flight battery operating limits and operating specifi-
cations were established. The flight battery will be charged at a rate which is limited
by (1) a maximum charge of 15 amperes, (2) available solar array output, and (3)
maximum allowable battery voltage. The charge regime will be a constant current
charge until the, total battery voltage reaches a preset level, determined by the maxi-
muni allowable individual cell voltage, then the charge is limited to a constant voltage
charge that is maintained 0.8 volt below the maximum allowable batter y voltage. All
cells of each 24--cell battery will be matched on an ampere--hour in-out basis with a
match criterion of -11 percent of rated capacity. Charge termination will be controlled
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by the highest voltage of three redundant third electrode signals. Redundant signals
will be accomplished by proper choice of third electrode load resistors affixed to cells
of nearly identical third electrode signal characteristics. The operating techniques
and specifications established for the ATM batteries should provide safe operation and
maximum useful battery capacity for the duration of the ATM mission.
1. INTRODUCTION
This report summarizes the operational testing and evaluation program conducted
on Ni-Cd batteries for use in the ATM power system. The test program was conducted
to determine if Ni-Cd batteries could meet the ATM mission requirements, and to de-
termine battery operating characteristics and efficient methods of operation. The test
program was limited to evaluation of the controllable battery characteristics including
voltage, charge current, overcharge, depth of discharge, temperature, and cell
matching.
The ATM, as an earth orbiting satellite, has power requirements of 0 to 4000
watts. Each orbit of the ATM will be approximately 94 minutes in duration. A solar
array will provide ATM system power and charging power for the secondary batteries
during the 58-minute daylight portion of the ATM orbit. During the 36--minute night
portion of the orbit, the secondary batteries will supply ATM system power. The pro-
posed ATM power system requires eighteen 24-cell, 20--ampere-hour batteries. The
power requirements for each battery, as presently specified, will be between 50 and
300 watts with a nominal load of 200 watts.
In addition to the power requirements, the secondary power system has two addi-
tional restrictions: all the heat generated must be dissipated by passive cooling, and
an 8-month (4000 cycle) operational life is required.
Ni-Cd batteries were selected for the ATM mission because of their reliability,
cycling capabilities, and imown life capabilities. In addition, standard aerospace 20-
ampere-hour Ni-Cd cells were available for immediate testing and evaluation, thus a
research and development program was not required. A Ni-Cd cell and battery in-
vestigation was started in March 1967 to determine whether these batteries could meet
the ATM mission requirements.
An initial literature search was conducted to provide a starting base for the test
program and provide a background in existing battery specifications, characteristics,
and operating techniques. The primary sources of information were references 1. and
2. Pertinent information derived from the literature research is presented in para-
graph 2, which reflects the Ni-Cd battery information and recommended operating
parameters at the beginning of the test program.
2. NICKEL-CADMIC M BATTERY RESEARCH DATA
2.1 Nickel-Cadmium Cell Characteristics. The sintered-plate, sealed Ni-Cd
cell, manufactured by General Electric Company, was chosen for the ATM mission.
The plates of these cells are constructed of a perforated, nickel-plated, mild-steel
base strip upon which a porous nickel structure has been sintered. The positive plates
are impregnated with nickel hydrate and the negative plates are impregnated with cad-
mium hydrate. The cell case is stainless steel. The positive and negative terminals
are isolated from the cell case by a ceramic-to-metal seal. The hermetic seal for
each cell is achieved by welding the cover assembly to the case and by the ceramic-to-
metal seals. The electrolyte is a 34 percent aqueous solution of potassium hydroxide
(KOH) .
Sealed Ni-Cd batteries have electrical properties that are difficult to predict. To
a great extent the problems involved are inherent in the nature of the chemical system
whose properties vary with the history of the cell and in the cycles of operation immed-
iately preceding the measurement being taken. This variable is real and is in part
based upon the properties of the electrodes.
The negative electrode fun Aions during discharge by dissolving the cadmium metal
and reprecipitating cadmium hydroxide as fine crystallites in the pores of the electrode
plaque. Similarly, during charge, cadmium hydroxide dissolves and is redeposited at
the electrode surface as cadmium metal. The size of the deposited crystallites de-
pends upon the conditions of deposition: high currents and low temperatures give a
finely divided deposit; low currents and high temperatures give a coarser deposit of
larger crystals. The discharge characteristics of the negative electrode depend upon
the microscopic surface area. of the electrode-active materials. As the charging
current and temperature change, the characteristics of the subsequent discharge volt-
age curves vary, even though the state of charge and the discharge conditions are the
same. Thus a battery charged at high temperature, when cooled and discharged, de-
livers a lower output voltage discharge wave than the same battery charged at low
temperature and discharged under the same conditions. Similarly, a cell discharged
under conditions conducive to formation of law surface area deposits (low current and
high temperature) , charges at a. higher potential than the same cell discharged in
another way.
The positive electrode is also unpredictable in behavior, depending upon the
temperature and the current at which it is charged. Unlike most battery electrodes,
the nickel hydroxide electrode undergoes oxidation and reduction in the solid state;
the reaction occurs preferentially at the surface and diffuses inward. Therefore, the
surface composition, which determines the electrode potential, differs from the
interior composition. The degree of difference is controlled by the rates of oxidation
which is a fanction of temperature. As a result, the capacity, or state of charge, of
the electrode is not a single valued function of electrode potential. Variations in elec-
trode potential greater than those experienced at end of charge can occur because of
the above phenomena.
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The capacity balance of the electrode pack (positive and negative electrodes) is
critical to cell operation. It is almost impossible to exactly match the capacity of the
positive and negative electrodes in a cell, hence, cells are deliberately built to have
either an excess of negative or positive plate capacity. Negative limiting cells have an
excess of positive capacity. Cells of this type show amaxked voltage rise at the end of char-
ge. These cells have not been built in sealed versions since the overcharging of the nega-
tive electrode gives hydrogen which is difficult to recombine at useful rates.
Positive limiting cells have excess negative capacity with the positive electrode
becoming charged and discharged before the negative. On overcharge, the positive
electrode gasses oxygen which can be recombined at the negative electrode at useful
rates. Because any oxygen generated during overcharge can recombine, the cell can
be sealed, hence, all spacecraft batteries are made with this type cell. Although it is
necessary to use positive limiting cells for sealed operation in order to assure evolu-
tion of oxygen only on overcharge, the use of excess negative capacity is required for
additional reasons. These reasons include provision for negative capacity to accom-
modate the oxygen stored in the gas phase daring charging of the cell and to allow for
the increase in positive capacity normally found when cells are used for prolonged
periods of time.
Because of the multiple and often simultaneous chemical reactions occurring
within the Ni-Cd cell, the variables influencing the cell's electrical characteristics
have been inseparable. Ignoring the effects of age and cycle life, the discharge curve
of a cell depends upon temperature, charge mode, efficiency, discharge current,
capacity, and state of charge at the beginning and the end of discharge. Consequently,
the individual limiting properties of the cells may be discussed separately but an
understanding of the interdependency of the various factors is essential to the pre-
diction of cell, performance.
2.1.1 Charge-discharge reactions. The generally accepted Ni-Cd chemical
reactions are as follows:
At the negative electrode:
Cd + 20H - -' Cd(OH) 2 + 2e-
Erev " -0.809 -- 0.059 log a (OH )
At the positive electrode: The positive viectrode reactions are in some doubt,
however, the following reaction has been suggested:
2 Ni.00H + 2H 2 0 + 2e	 2Ni(OH)2 + 20H-
Erev = 0.480 + 0.059 log
l
a(H2 O)
a (OH-)
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This suggested reaction shows a deviation of the measured electromotive force (bmf)
from the theoretical as a function of alkaline concentration which was interpreted from
the formation of solid solutions of NiOOH and Ni(OH) 2 . The emf may be expressed as
a function of the H 2 O activity in the electrolyte. The combined form of the reaction is
then:
2Ni.00H + Cd + 2H2O ' 2Ni(OH)a + Cd(OH)2
Erev = E° - 0.059 log a(H20)
In a cell operating in a starved condition, the water consumption is large in com-
parison with the amount available in the electrolyte solution and changes occur in the
activity and the emf of a nickel electrode.
2.1.2 Gas evolution and recombination. Several electrode reactions
involving gas evolution can occur in a Ni-Cd cell. At the nickel electrode, an over-
charge reaction occurs in cells which are positive limited, i.e. , the capacity of the
cadmium electrode is greater than that of the nickel electrode:
401	 Oa + 2H2O + 4e-
After the termination of charge, oxygen evolution io continued by decomposition of the
active material, and increases in rate as an elevation in temperature occurs. This
process occurs until total discharge. At the cadmium electrode or auxiliary electrodes
in a charging cell:
4e + 02 + 2H2 0 -+ 40H"
Upon termination of charge, the following recombination occurs:
2 Cd + 2H 2 0 -1 0 2 - 2Cd(OH)2
Nitrogenous impurities which may be introduced into the electrolyte
from the electrode impregnation process can set up an oxidation-reduction cycle that
cam rapidly discharge a sealed cell.
At the cadmium electrode, the following reaction occurs:
NO3 + H2 O + Cd -+ NO-2 + Cd(OH)a
NO- + 3Cd + 5H 2 0 w NH3 + 3Cd(OH)2 + OH
At the nickel electrode, ammonia is then reoxidized back to nitrite:
NHa + MOOH + H 2 O + Old'- 6 Ni(OH)a + NOa
6	 gYjf
{
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The cycle can continue until the cell is discharged, the rate being
dependent on concentration and temperature. A concentration of a few parts per million
of impurities can give very high self-discharge rates. Eventually, the impurities are
converted to free nitrogen to the extent of 1 percent each cycle leaving a permanent
nitrogen pressure within the cell:
2NH2 + 6Ni0OH -a
 Ra + 6Ni(OH)2
if the cell becomes negative limiting, hydrogen can evolve at the
negative electrode during overcharge:
2H2 0 + 2e -► H2 + 20H-
Without catalytic recombination devices, this reaction is almost
irreversible and results in long-lasting internal pressure. Even those cells which are
manufactured with an. excess negative capacity become negative limited after extensive
cycling and long periods of inactivity.
When the cell is completely discharged and current is forced through
the cell in the discharge direction, the potential of the cell will reverse and the cell is
overdischarged.
At the nickel electrode:
2Ha0 + 2e - H2 + 2011
At the cadmium electrode:
4011	 02 + u H 2 O + 4e-
Oxygen will recombine in charging processes, but hydrogen will not
significantly recombine without the presence of a catalyst.
These gas evolution reactions can significantly affect cell perform-
ance. The rate of oxygen evolution at the positive electrode during charge is controlled
by the current associated with the oxygen evolution reaction. Little or no oxygen is
released during the early stages of charge. As the cell nears maximum charge, its
potential rises and the rate of oxygen evoluvion increases exponentially with rising
potential.
2.1.3 Expressions for electrode potentials. The half-cell electrode poten-
tials may be written in terms of concentrations:
E	 Y Eo - RT In (oxidized state) = E° - R.T In aox
rev	 nF	 (reduced state)
	 aced
rtlwhere:
aox = activity of oxidized state
ared = activity of reduced state
10 = electrode potential when all substances involved are in their
standard states of unit activity
R = 8.314 joules/Ox-Mole
F	 = 96,500 coulombs
n	 = valence (= 1 for monovalent ions, 2 for divalent ions)
T	 = Kelvin temperature.
At 25°C,
Erev 	
EO - (2.303) ( 8.31.4) (298.15) 10 1; (oxidized state)
	 (96 , 500)(1) 	 (reduced state)
Erev = E° - 0.0590 log a ox
ared
Considering the reaction:
C  + 201	 Cd(OH)2 + 2e
Erev = E° - 0.0590 log a(OH)a(Cd)
Since a(Cd) = 1
Erev - " 8.09 - 0.059 . 0 log a(OH-)
Considering the reaction:
.	 ^
2NiO0H + 2112 0 + 2e	 2Ni(OH)g + 2011-
then it follows that:
Erev	 0.480 + 0 . 059 log a(H20)a(OH-)
410AI Q/1
and for the total reaction:
2NWOH + 2He0 + Cd 2Ni(OH)e + Cd(OH)e
Erev(T) = sum of half-cell potentials
Erev(T) = E° - 0.059 log a(H20)
2.2 Typical Operating Parameters. Of all the recommended charging regimes
and techniques, a constant current/constant voltage technique was most applicable forfor
ATM. The important cell or battery control parameters, based on the preceding
charge regime, are discussed in the following paragraphs.
2.2.1 Char e current. Charge acceptance is the term designating the
ampere-hour efficiency of charging a cell. All of the current passing through a cell
results in some type of electrochemical reaction, but only a portion is utilized to build
charge on the electrodes. In Ni-Cd cells, the charging reactions, 2Ni(OH)e + 2OH- -^
2Ni00H + 2H2 O + 2e and Cd(OH) + 2e - Cd + 2011 ,-, are accompanied by other
reactions shat consume current but do not charge the electrode. These reactions are
chiefly the decomposition of electrolyte to form free hydrogen and oxygen:
At the nickel electrode:
40H- - 0e + 2He0 + 4e
At the cadmium electrode:
4HaO + 4e
	 2He + 4011"	 t
Nickel-cadmium cell charge acceptance approaches 100 percent as a
function of charging current as shown in figure 1. Charge acceptance is a complex
function of the electrode's history, the charge rate, the temperature, the electrolyte
concentration, the impurities present in electrodes and electrolyte, and the state of
charge of the electrode. The charge acceptance of sintered-plate cadmium electrodes
approaches 100 percent over a wide range of charge rate, temperature, and electrolyte
variables.
Although the negative plate charge acceptance is close to 100 percent,
three are three limitations imposed for proper plate performance. Each 'of these
limitations concerns the evolution of hydrogen which occurs when the plate is over--
charged, when the charge rate is in excess of the charge level, or when the cell is
subjected to a high charge rate at low temperatures. The low temperature charge rate
is a function of temperature and decreases as temperature decreases. Hydrogen in
Ni-Cd cells, with the exception of cells containing a fuel cell auxiliar;r^ electrode,
7Q	 o
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cannot be recombined. Therefore, when the cell is operated under conditions in which
hydrogen is evolved it will eventually fail. Cell rupture as a .7esult of excessive
pressure will occur at 300 pounds-per--square-inch-gauge (psig) in a restrained cell,
or at approximately 50 psig in an unrestrained cell. An additional phenomena is the
masIdng of the auxiliary electrode signal whenever hydrogen is evolved.
The charge acceptance of a nickel--hydroxide electrode is relatively
low, about 70 percent at room temperature for charging at the 10 hour rate (C/10),
j	 where C is the rated capacity of the battery. This is an ^.-verage figure for the charging
part of the cycle, with most of the loss occurring in the last 5 to 10 percent of the elec-
trode capacity. The charge acceptance has been measured by comparing the plate
capacity at various temperatures to the capacity at 25°C with all charging parameters
remaining constant. As shown in figure 2, the capacity at 40°C was 0. 5, the capacity
at 0°C was 1. 3, and the capacity at minus 40°C was 1.4.
Charge acceptance of the nickel-hydroxide electrode effectively
limits the upper operating temperature to 40°C or less. The lower temperature
limit is determined by the hydrogen evolution at given charge rates.
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2.2.2 Maximum allowable cell voltage. The maximum allowable cell voltage
is limited to the hydrogen evolution potential which is reported to be somewhere between
1.47 and 1.55 volts per cell at room temperature. An additional variable is the nega-
tive temperature coefficient of the cell emf, which is reported to be 2. j millivolts (mV)
/O C/cell. This value reflects changes in overvoltage, equilibrium potential, potential
drops across the electrode, and the impedance of the electrolyte and electronics. On
a 24-cell basis, the battery voltage values as a result of the temperature coefficient
would be 35.4 volts at 20°C, 36.3 volts at 0°C, and 34.2 volts at 40°C.	 .
2.2.3 Third electrode charge termination signal. In the nickel-cadmium
cell, charging reactions are always accompanied by other reactions that consume
current, but do not result in charging the electrode. These reactions are in large part
the electrolytic decomposition of electrolyte to form hydrogen and oxygen. In space-
craft cells, which are positive limited, oxygen evolution is of primary concern in the
normal operating range.
The gassing behavior of the positive nickel-hydroxide electrodes
during charging shows that the onset of gassing between 40 to 80 percent of full chaige
is highly variable and unpredictable, even in experiments using the same electrode,
.41-0 *A1.°- .a• 4111
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charging rate,and temperature. The rate of gassing at 100 percent state of charge is
never 100 percent because of the delay in gas evolution. Gas is evolved at a relatively
high rate for some time after charging is stopped. This may represent a loss of
usable capacity in the plate.
For sealed operation, the oxygen evolved from the nickel-hydroxide
electrode must be recombined at the cadmium electrode if excessive pressure is to be
prevented. The actual rate of oxygen recombination at the cadmium electrode is Imown
to be fast, so that the controlling factor is the rate of transport of oxygen to the cad-
mium electrode.
An important method for increasing the rate of oxygen recombination
in sealed cells is by the use of auxiliary electrodes which promote the electrochemical
reduction of oxygen. Passive auxiliary electrodes, Imown as fuel cell electrodes, are
used primarily for gas recombination. Active auxiliary electrodes, Imown as adhyd-
rode electrodes, are used primarily to provide a signal for initiating charge control.
Active auxiliary electrodes differ from the passive electrodes
mentioned previously by having provision for taldng a signal from the auxiliary elect-
rode circuit. A current or voltage signal can be obtained. During charging all of the
charging current passes through the nickel hydroxide electrode, all of the current
passes through the cadmium electrode until oxygen starts to evolve at the nickel-
hydroxide electrode. This oxygen reacts at the auxiliary electrode and current thus
flows into the auxiliary electrode circuitry, shunting the current flowing through the
cadmium electrode. This shunt current depends upon the oxygen pressure, size of
auxiliary electrode, auxiliary electrode circuit impedance, temperature, and the
specific auxiliary electrode parameters, such as catalyst type, loading, and water-
proofing. The output from this signal electrode is proportional to the partial pressure
of evolved oxygen.
The fuel cell type of electrode is designed to be insensitive to oxygen
pressure and carry large currents per unit area of surface. This electrode has a
current flow that is a direct function of the rate of gas evolution in the cell up to the
saturation level. Using a large area auxiliary electrode, with a low circuit impedance,
the oxygen produced on charging will be reduced as fast as it arrives at the auxiliary
electrode until the rate of oxygen production exceeds the capacity of the fuel cell elect-
rode circuit. This electrode will also recombine hydrogen.
In summary, gassing information related to charging is as follows:
(a) The onset of gassing between 40 and 80 percent of hdl charge is
highly variable and unpredictable.
i
(b) Two types of auxiliary electrodes, an adhydrode and a fuel cell
type, are being used to detect the oxygen pressure or to recombine the oxygen.
4141-1^a
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(c) Oxygen evolution from the nickel hydroxide electrode increases
with an increase -in temperature. 	 ,
2.2.4 Memory. The memory phenomena is defined as a reversible battery
capacity degradation. The phenomena is reversible in the sense that the lost capacity
can be recovered through special charge and discharge techniques. It has been pro-
posed that the memory phenomena is caused by a crystal growth on the cadmium plate.
As previously noted, cadmium hydroxide dissolves and is redeposited at the negative
electrode as cadmium metal during charge. The crystal size is dependent on several
parameters: low current and high temperature give a coarse deposit of larger crystals;
high current and low temperature give a finely divided deposit.
2.3 Summary_ of Research Data. The information available on Ni-Cd cells or
batteries was rather general in nature. Typical voltage levels were limited to 1,47 to
1.55 volts during charge to prevent hydrogen evolution. Charge current was limited
by hydrogen evolution possibilities on the high side and by inefficient charge accept-
ance on the low side. Charge termination control was suggested by a third electrode
signal, however, no specific load values or control limits were available. Memory
phencmena was discussed but no specific recovery or delay techniques were recom-
mended.
A test program was in=tiated to determine more specific values on Ni-Cd
cells and batteries and to ascertain if the values were compatible with the ATM mission
specifications.
3. TEST PROGRAM
3.1 Test &ecimens. Each test battery was composed of 24 serf--d-connected,
20-ampere-hour Ni-Cd cells manufactured by General Electric Company, The three
types of 20-ampere-hour cells that wore tested are shown in table 1. The AB09 cell
provides only the negative and positive electrodes and does not have auxiliary signal
or recombination electrodes. The AB10 cell, in addition to the two main electrodes,
contains a third adhydrode electrode which develops an electrical signal that is pro-
portional to the partial pressure of oxygen which is generated during normal cell
operation. The oxygen is recombined at the negative plate in this cell. Any hydrogen
which might evolve is not recombined. The negative to positive electrode capacity ratio is
approximately 1.2 to 1. Excess negative capacity insures that the cell is positive
limitect and only oxygen is evolved during normal cell operation when the cell becomes
fully charged. The AB12 cell contains a precharged negative electrode, a third
adhydrode electrode, and a fourth (fuel cell) electrode. The third electrode is similar
to the AB10 cell third electrode. The fourth electrode recombines oxygen at high
rates up to its design limits. It will also recombine any hydrogen which might evolve
during cell operation.
One of the major differences betwesn the AB10 and AB12 type cell is the 20
percent of precharged cadmium plate surface area in the AB12 cell as shown in figure
3. The purpose of precharge, which increases the effective cadmium electrode area,
is to maintain the useful battery capacity for longer periods of cyclic operation. The
apparent deficiency of oxygen recombination area in the AB12 cell is offset by they
fourth electrode which provides rapid recombination of oxygen and hydrogen.
TABLE I. NICKEL-CAI]MIUM CELL TYPES
Leading Particulars Type A1309 Type AB10 Type A1312
Capacity (Ampere hour)
Raters 20 20 20
Average 25 25 25
Third Electrode None Type B, C Type C
Recombination Electrode No No Yes
Precharged Cd Plate No No Yes
Electrolyte Volume 68 cubic 68 cc 72 cc
(34 o NCH) centimeters (cc)
Weight (grains) 889 889 889
Dimensions (centimeters)
Height 18.176 f 0.0381 18.176:h 0.0381 18 .176:h 0.0381
Width 7.6073 7.6073 7.6073
Thickness 2.2936 2.2986 2.2936
The third electrode of the AB10 cell is either a type B or type C electrode.
The third electrode for the AB12 cell is a type C. The basic differences of the t ype B
and type C electrodes are as follows:
Item	 Type B Electrode	 Type C Electrode
Nickel substrate	 40 square centimeters
	 10 square centimeters
Catalyst	 Platinum	 None
Oxygen diffusion barrier :	 Electrolyte
	 1/2-mil teflon film
pressed onto electrode
The diffusion barrier stabilizes the third electrode response as a function of
life. The catalyst function in the type B electrode is to recombine oxygen with some
hydrogen recombination also.
0 '" Z ^L 4411
i
14
7
140
OXYGEN
RECOMBINATION
	
120	 (SEE NOTE)
r:-L
PRECHARGED TD
INCREASE USEFUL
	
"vD	 r-rM7	 IFE
8OI	 I I I	 1 1 1	 NOTE
THE APPARENT DEFICIENCY OF OXYGEN
RECOMBINATION AREA IN THE A3I2 CELL
t;
	
BO	 IS OFFSET BY THE FOURTH ELECTRODE
!THIGH PROVIDES RAPID RECON NATION
OF OXYGEN AND HYDROGEN.
W In
AGING PRIOR
	
O	
TO ASSE"LT
POSITIVE ELECTRODE
	
.10	
(NICKEL)
NEGATIVE ELECTRODE
(CADMIUM)
FIGURE 3. COMPARISON OF PLATE CAPACITIES -- GENERAL ELECTRIC
COMPANY AB10 CELL AND AB12 CELL
There were nine batteries used in the ATM test program as follows:
(a) GE1, GE2, and GE2M. The GE1 and GE2 batteries contained 21 AB09
cells and 3 AB10C cells. These batteries were the initial test batteries utilized to
investigate the optimum ATM charge regime.. Because of capacity degradation and
cell divergence at the end of charge, the most nearly matched cells of GE1 and GE2
were combined to make GE2M.
(b) GE1C, GE2C, and GE3C. The GE1C, GE2C, and GE3C batteries con-
sisted of 24 ABIOC cells which had been 5 percent matched on an ampere hoar charge
and discharge basis prior to delivery.
(c) GE1AB12, GE2AB12 , and GE3AB12. The AB12 cell was chosen for the
ATM flight batteries .
 and these flight-type test batteries were subjected to extensive
ATM cyclic and diagnostic tests.
^i
0117. 21 '1'
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	3.2	 Test Procedures. The primary test procedure followed throughout the test
program was to conduct operational tests under simulated ATM orbit conditions,
evaluate the battery parameters and performance, and then perform specific tests for
Investigation of particular characteristics or parameters. The ATM test cycle was as
follows:
(a) Charge time: 58 minutes
(b) Discharge time: 36 minutes
(c) Temperature: 25 t 5°C
The 24-cell test batteries were mounted in a restrainer designed by the
battery manufacturer. Thermal control of the cells was accomplished by maintaining
an airflow over heat sinks located on the large face of each cell. The temperature was
maintained within :E 1°C with a temperature chamber.
The cells were electrically connected in series. Control of the battery was
by an ATM flight--type electronic control package or by an ATM orbit simulating power
supply programmer. A 700-watt power supply simulated the ATM solar array output.
The ATM electrical load was simulated with an electronically controlled load bank.
Cyclic timing was performed with two tandem controlled clocks.
Data were normally collected with a data acquisition system which recorded
individual cell voltages, total battery voltage, third electrode voltage, and battery
current. In addition, a strip chart recorder continuously monitored the total voltage,
battery current, and the third electrode signal. Another multipoint recorder was used
to rocord all test specimen temperatures.
Data processing was controlled by a magnetic tape unit associated with the
data acquisition system. A 25-channel data acquisition system with a punched paper
tape output was used for special tests.
4. TEST RESULTS
	
4.1	 Test Data Presentation. Because of the sometimes concurrent battery tests,
related test sequences, and generally simultaneous data collection of various opera-
tional parameters, the results of all battery tests are presented under primary opera-
tional characteristics headings.
Specifically, the test results are presented as follows:
(a) Maximum Voltage Characteristics (4.2)
Iva/,/ 0 A 0//
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(b) Charge Rats (4.3)
(c) Third Electrode S=gnals (4.4)
(d) Recharge Requirements (4.5)
(e) Capacity Degradation Characteristics (4.6)
4.2 Maximum Voltage Characteristics. The original battery charge regime was
a combination of a constant current and constant voltage charge. The initial charge
regime is shown in figure 4. The charge, which was 58 minutes in length, was initially
a 10--ampere constant current. This charge level was maintained until the total battery
voltage reached a preset level. This level was determined by the maximum allowable
individual cell voltage of 1. 47 volts. When the voltage of any cell reached 1.47 volts
during the first charge cycle, the charger was adjusted to convent the charge from
constant current to constant voltage. During the remaining charge time, the battery
voltage remained constant. During the 36-minute discharge time (see figure 4, the 58
to 94 minute period), the battery load was maintained at 200 watts.
The types of individual cell voltage characteristics resulting from the initial
charge regime are shown in figures 5 and 6. The initial tests were performed with
AB09 cells. Figure 5 depicts the relationship between the charge current and several
individual cell voltages. Of particular importance is the individual cell voltage diver-
gence after 100 percent of the previous discharge has been delivered to the cells.
Figure 6 shows the charge cycle of the same cells shown in figure 5 except that the
data of figure 6were recorded earlier. Comparison of both figures indicates consistent
performance of the cells, i. e. , cell 10 will remain the high cell and cell 8 will remain
the low cell as long as the battery is subjected to continuous cyclic operation.
4.2.1 Cell voltage divergence - AB09 tests. The AB09 tests indicated that
the cell voltage divergence characteristics appeared to be a function of the number of
cycles to which a battery has been subjected. An example of the cell voltage divergence
characteristic is shown in figure 7. As indicated, the cell divergence increased from
$ to 38 mV. Note the consistent order of the cells, with the voltage of cell 8 being the
lowest and the voltage of cell 10 Toeing the highest. The four phases shown in figure 7
are test sequences related to capacity degradation characteristics and are discussed
elsewhere.
Cell voltage divergence is caused by a difference in the capacity of
the individual cells of a battery. The capacity difference may be caused by an initial
cell capacity mismatch during battery assembly or as a result of a memory phenomena.
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In a battery containing mismatched cells, some cells will be charged excessively and
others will not acquire sufficient charge. When a cell being charged has acquired a
full charge, the voltage characteristic will rise rather rapidly as depicted by cell 10
in figure 6. If charging continues, the cell voltage will continue to rise rapidly and
eventually will exceed the hydrogen evolution potential. Excessive hydrogen evolution
will result in eventual cell failure due to a cell rupture. On the other hand, a cell
which has not been completely charged indicates a rapid loss of usable capacity as a
function of cyclic operation. Therefore, it is important to fully charge each cell in a
battery in each cycle to achieve and maintain maximum useful capacity.
Cell voltage is also a function of the charging current. At a 1.5
ampere charging rate, the cell voltage would never exceed the 1.5 volt level. Charging
a cell or battery at a low rate is impractical from a time and efficiency consideration.
However, high charge rates are limited by the maximum allowable battery voltage.
This limits the maximum charge rate and the length of time a constant rate can be
maintained. The maximum battery voltage is determined by the maximum voltage on
any one cull which must be maintained below the hydrogen evolution potential which
reportedly is 1. 5 volts at 25°C.
4.2.2 Recommendations derived from AB09 tests. One method used to
reduce the effects of the voltage divergence shown in figure 8 is to reduce the constant
voltage charge by at least 0.6 volt below the maximum voltage to which the battery is
charged. This method is shown graphically in figure 9. A second method used to
reduce the divergence was to match all the cells in a battery on an ampere-hour in-and-
out basis. This would insure that all the cells in a_ battery would achieve a full charge
at the same time and therefore all cells would have similar voltage characteristics.
Similar cell voltage characteristics also allow a higher maximum battery voltage to be
achieved before the voltage of any cell exceeds the hydrogen evolution potential.
The improvement in cell performance, as a result of the recommen-
dations of the AB09 tests, is shown in figure 10 which compares test data of a matched
AB10, third electrode type battery and an unmatched AB09 type battery. Both batteries
are the same electrically. The higher capacity of the AB10 battery is attributed to the
higher voltage to which the battery was charged. At 20°C the maximum charge voltage
on the AB10 battery was 35.4 volts and on the AB09 battery it was 34.8 volts. The
maximum allowable voltage was determined by the maximum allowable cell voltage of
1.5 volts. The maximum cell voltage limit was increased to 1.5 volts after discussions
with the manufacturer. Subsequent test data did not indicate adverse cell performance
as a result of the increase. The increase in battery operating voltage is attributed to
the 24 matched cells of the AB10 battery. Subsequent matched batteries which were
tested also performed as well.
4.2.3 Effect of cyclic operation on cell voltage divergence-AB10 tests. In
audition to the cell voltage divergence problem which occurred in an unmatched battery
at the beginning of life there is also a divergence problem which appears to be a function
2 0 
	^'/
1.48
L07	 1.46
J
1.44
t 1.42
J
y 1.40
1.38
1.36
1.34
1.32
1.30
^------100 RECHARGE
_	
I
I
CHARGE CHAAACTERIST M
PHASE THREE
	
1.52
	
I
	
1.50
	
I
10 ^-	 CONSTANT CURRY ENT	 I
I
B
W
R' y
^e	 I
4 	 CONSTANT VOLTAGE
r
	
1	 I
0 0
	
4	 6	 12	 16	 20	 24	 26	 32	 36 40	 44	 46	 52	 56 60
TINE-MINUTES
FIGURE 8. CELL DIVERGENCE DURING CONSTANT VOL'T'AGE CHARGE
21
1	 _1
18
14
Ww
^ 12
10
APPROXIMATELY^^ J
100% RECHARGE
	 I
1.52 VOLTS MAXIMUM ON
ANY CELL
W
La
S
t
U
4 0 r--
	
8
35.4 VOLTS AT 200C
34.E VOLTS
30	 8 31.5 VOLTS
--CURRENT IFVFI Uniiiorn Tn
LIMIT CELL DIVERGENCE ANDis
20	 1	 EFFECT PROPER OVERCHARGE
W
CONSTANT	
THIRD ELECTRODE CONTROLLED
VOLTAGE	
CHARGE CUTOFF
0	 0`
0	 4	 8	 12	 16	 20	 24	 28	 32	 36 40	 44	 48	 52	 58	 60
TIME-MINUTES
FIGURE 9. RECOMMENDED CHARGE REGIME AS A RESULT OF INITIAL
AB09 TESTS
116,vt-I ? 2 4 / /
22
V	 I
30
26
29
2#
22
a 20
^ 19d
A.
K 16
14
K 12v
1a
s
4
2
a
TEST CYCLES
FIGURE 10. BATTERY CHARACTERISTICS--CELL MATCHING EFFECTIVENESS
of cycle Life. This problem was observed in the operation of AB10 cells. Two AB10
batteries were being subjected to simulated ATM orbital conditions at 20°C as shown in
figure 11. During the initial battery voltage adjustments, all cells were checked during
charge to insure that 1.5 volts per cell was never exceeded and that all cell voltages
were within acceptable limits.
During the course of normal ATM cycling, test battories GE2C and
GE3C contained cells which exceeded the maximum operating voltage of 1.5 volts. `fie
follow,.ng list of figures detail individual cell performance before and after action was
taken to correct the overvoltage condition:
s
i
AB10 Battery Remarks
GE2C GE3C j
Figure Cycle Figure CIie
12 18 16 73	 Normal and diverging cells
13 36 17 156	 Decrease in cell voltage prior to trip after
the maximum battery trip voltage is
reduced.
14 109 High cell voltage after trip
15 260 is 305	 Acceptable cell voltage after the con-
stant voltage had been reduced
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The cell voltage changes noted in figures 12 through 15 for GE2C
occurred during normal ATM cycling. Extensive cycling under these high cell voltage
conditions could result in hydrogen gas evolution and in eventual battery failure. It is
to be noted, howevar, that excessively high cell voltage can be remedied by reducing
the maximum battery voltage (trip) , and by reducing the constant charge voltage,
4.2.4 Summary--maximum voltage. characteristics. As a result of the cell
performance noted in these tests, several problem areas have become apparent:
3
(a) High individual cell voltages occur as a result of long-term,
steady-state cycling. In addition, the time of onset and the particular cell or cells
effected cannot be reliably predicted at the start of cycling. This problem may require
that critical battery voltage adjustments during charge must be set to levels which
would maintain safe voltage levels over long team cycling.
I	 I __ _ 1__	 . I_	 I	 1	 I	 I_
(b) A factor observed and measured during these and other tests was
the reduction of useful battery capacity over long periods of continuous cycling. This
phenomena is attributed to the onset of memory. The effects of memory were found to
be reduced by initially charging the battery to its full capacity prior to cycling and by
adjustments of the battery voltage trips and the constant voltage charge rate at cycle 1
to their maximum allowable safe operating levels. This procedure causes the effective
capacity to remain above useful levels for longer periods of cycling. If^after an initial
charge, the critical voltage points are reduced to levels which will be safe at cycle 1000,
the useful capacity decreases at a much faster rate with continuous cycling. ,__
(c) The data show that the safe charge voltage operating levels are
significantly higher at cycle 1 than at cycle 1000 for the AB10, type C, cells. The
problem becomes one of selecting a set of operating limits which will limit individual
cell voltages to safe levels over the intended cycling period and still maintain accept-
able capacity during the cycle life.
Test data indicated that further tests were required to determine
the effect of safe level operation on the capacity degradation and on cell voltage
characteristics as a function of long-term cycling. Maximum voltage tests of AB09
and ABi0 batteries, especially data on maximum voltage during charge and cell match-
ing requirements, were applied to subsequent tests on AB12 batteries. The effects of
temperature on the anomalies observed were not determined since all the testing was
conducted at 20°C. It is probable, however, that higher temperatures will accelerate
the onset of high cell voltages and memory, and that lower temperatures will reduce
this effect.
For best possible operating characteristics all the battery test
data indicate that the battery should be charged to the highest possible value to achieve
the highest operating efficiency. Not only is the efficiency maximized but the capacity
degradation characteristics are minimized as discussed under capacity degradation.
The only maximum voltage limiting factor is the hydrogen
evolution potential. As previously noted, this potential is reported to be temperature
dependent and at present is one of several values, depending on the reference source
consulted. The conversion from constant current to constant voltage is determined by
the maximum allowable battery voltage which is re portedto be I A7 volts per cell at room
temperature. Reference 1 indicates 1.55 volts as the hydrogen gassing potential. The
battery manufacturer uses a 1.5 volt upper operational limit on their ABl0 cell and a
1.52 volt limit on their AB12 cell at 20°C. However, no absolute hydrogen evolution
potential has been determined to date.
An additional variable is the negative temperature coefficient of
the cell emf, which is reported to be 2.5 mV/°C/cell. This value reflects changes in
overvoltage, equilibrium potential, potential drops across the electrolyte, and elect-
ronic impedances. On a 2a -cell basis, the battery voltage values as a result pf the
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temperature coefficient are sho*n in figure 19. These values were empirically deter-
mined. What this figure does not reflect is the effect of prolonged cycling. MSFC data
have indicated that after extended cyclic operation, the cell voltages will increase above
I acceptable limits when the battery temperature is decreased. Conversely, on the first
cycle the cells will perform normally when the temperature is decreased. No remedy
has yet been developed for this problem.
TEMPERATURE. oC
FIGURE 19. VOLTAGE LEVEL AS A FUNCTION OF TEMPERATURE
4.3 Charge Rate. Charge acceptance efficifmcy has been determined to be a
fimetion of current rate and temperature. As shown in figure 2Q, charge acceptance
is maximum at a 2C charge rate. Although charging a battery at a 20 rate is most
efficient, high charge rates are detrimental to the battery when the battery is at a low
temperature. Hydrogen evolution reportedly occurs at low temperature (Q°C or less)
whenever the charge rate exceeds a particular level. The maximum allowable charge
irate is a function of temperature, thus a 15-ampere charge rate was chosen for ATM
batteries because the charge rate had to be compatible throughout the temperature
range encountered in ATM. Charge rates of 15 amperes at minus 20 0C were performed
and found to be acceptable.
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4.4 Third Electrode Signals.
4.4. 1 Comparison of AB10 and AB12 third electrode signals During the
ATM battery tests the third electrode signals of the A3310 and AB12 cells were evaluated
and compared. The AB10 cell contains an auxiliary electrode while the AB12 cell con-
tains an auxiliary electrode and a fuel cell (recombination) electrode. Figure 21 pre-
sents a comparison of the AB10 and AB12 third electrode signals when both cell types
were subjected to the identical charge conditions. The A1312 cell has . a higher response
rate than the AB.IO. The response is due, in part, to the presence of the fourth elect-
rode in the AB12 cell. During operation, the fourth electrode will recombine all
evolved oxygen until it becomes saturated. At this time, the third electrode signal
begins to rise. The rapid rise time allows greater tolerance in the charge control
electronics.
4.4.2 Charge termination control AB12 tests. Tests were performed on a
battery with AB12 type cells to determine a method whereby three redundant charge
termination control third electrodes could be chosen in a flight battery. The third
electrode of each. of the 24. cells in the test battery was terminated with a resistance
load, and the battery was subjected to simulated cyclic operation in a thermal chamber.
The third electrode signal voltages and total battery current were monitored and re-
corded. The recorded data were processed and plotted by a computer.
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During each data run, the battery was subjected to steady-state
simulated ATM cycling. Each cycle was composed of a 35-minute discharge followed
by a 58-minute charge. A 200-wait load was maintained throughout the discharge, the
58-minute charge was composed of a 15--ampere constant current charge followed by
a constant voltage charge. Changeover from a constant current charge to a constant
voltage occurred when the battery voltage reached a preset level (1.5 volts on any cell
at 20°C). The preset voltage level is temperature dependent as previously shown in
figure 19. The constant charge voltage Tavel was 0.8 volt less than the preset level.
Charge termination occurred when third electrode signals reached
200 m.V. The charge termination control cell third electrode was terminated with a 150-
ohm resistor, This load was maintained on cell 1 throughout the test to provide a base
line for the data obtained.
A sample: of third electrode data is shown in figure 22, which depicts
the current profile and typical third electrode response for a single cell. The third
electrode signal, as noted previously, is a function of the partial pressure of oxygen
which begins to evolve when the nickel electrode approaches 80 percent state of charge.
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In the AB12 type cell, the signal is also a function of the oxygen recombination capa-
bility of the fourth electrode. During normal operation, the fourth electrode will
recombine all the evolved oxygen until it becomes saturated, at which time the third
electrode signal begins to rise. The third electrode signal will continue to rise until
oxygen stops evolving. Oxygen continues to evolve sometime after charge is terminated.
Since the third electrode signal is measured from the negative battery terminal to the
cell case, the signal indicates an 1R variation whenever the battery current varies.
These variations are shown in figure 22 where the battery current changes from dis-
charge to charge, from constant current to constant voltage charge, and when charge is
terrni.nated.
Typical signal data from the battery third electrodes are shown in
figure 23. The figure depicts 24 individual third electrode signals recorded during
cycle 62 and cycle 63 under steady--state cyclic conditions at 20°C and 150-ohm load
resistance. Figure 24 depicts 6 of the 24 cells shown in figure 23. The most signifi-
cant factor in figures 23 and 24 is the difference in third electrode signal. among 24
cells when al.l cells are subjected to identical cyclic conditions. The difference is
such that the peak millivolt signal varies by as much as 3.5 (ratio of highest to lowest
peals third electrode signal) .
Figure 25 illustrates the performance of the third electrode in cell
21 under steady-state cyclic conditions at 20°C with third electrode load resistors
having values between 75 and 1000 ohms. It should be noted that although the third
electrode produces a higher signal for higher terminating impedances (as would be
expected), the increase is not linear due t-) a change in the effective internal resistance.
Figures 26, 27, 28, and 29 illustrate the deviation of all 24 third
electrode signal voltages for temperatures of 0, 10, 20, and 30°C with a constant load
of 400 ohms. Note that both the shape and the relative position of the curves change
with an increase In temperature. The peaks of the third electrode curves tended to
flatten out as the temperature increased. There was also an upward shift in the curves
with the increase in temperature, particularly significant for those cells which were
the least responsive at the lower temperature.
Figures 30, 31, 32; and 33 illustrate the response of cell 7 as a
function of temperature and load. Each figure shows curves for 0, 10, 20, and 30°C
with corresponding loads of 400, 300, 200, and 75 ohms. The same effects are noted
in these figures as was noted in figures 25 through 29.
From the representative data shown in figures 22 through 33, the
following third electrode operating characteristics can be determined:
(a) The variation of third electrode signal with load resistance.
(b) The effect of temperature upon third electrode response.
350
300
00
50
100
I
i i 	I =• ^	 ^	 I!	 i^;	 ,; j;; i;'
1+i^
i!
!i^ JHill I ' I lli ^ f l '	 I !	 !	 #I ;i;' 't;{i	 !	 I ' ^ Ik I! I li
I;I I l l !	 !4!I	 ^ C i	 1{'! r'^ 11	 I illl t	 I
;
; l l i 	 ^ :I	 ' t ;jl i it it	 ^ I	 1	 ^ I	 ^ ^	 ^
r	
l	 ^^	 'I
^
;11
I	 1U	
!i. I,I ;I l i III ;^ , I 	' ^{! i ItI, ,1	 I II ' I	 I'^ ! 	{'^i	 ,•	 r	 i CI	 ?	 k.`	 , rI+1,
^ ^^I	 :;^: r l	 ,r, I k,	 1, ii, , I I. ^+ i ,{I ^—" it .' ' I II Ic r' `.il! {I"	
I I„I
'
I I I	 ' i	 { ; ,	
; ^a
k-?:-1
I
^ 	,	 ' E {	 I	 ^ '	
,	 ^
. ^ i r	 ^ i	 , r	 I ^ I I	 ' ill	 ^ :	 ^ I I I I I	 ^ I , !
I' ,1 4 Ifll	 k	 i	 f ?I' 61 I^ I i II  k I
i^l!
} r	 I II	 ,
.I':	 ^^
I { ;I I	 !
H14 11 0 1 H
1
4'	 I' I	 i
I	 II	 i'I1j; i I	 Ir ^^! ° I !; ? '11 ;	 i i	 , ;	 t ^i ' # { 'HW I T, ll
i IJ-L '? I I ^, ii
`^
I it # {^' i	 I :	 r
' ,I'	 I!
;Ijl ^ I•	 Is ^ ^^ l !+ = ^11 I'f I	 'i ? ' I l Il i l I ^'r I^ i	 I	 I'	 ! I	 ',' ^r ^
1	 I
!	
. 4.
^ ► fi l I
r
'' I ^i EE'1 . Ill	 {
{. ' ^ Ili,
	 ^. F li!I ' ^ t I'	 e
! 11 lili
I'.
li
4
I	 I.
I	 i
..
II t
,,
^I I'
^I I. I !t
i I ^^ ^i i • S	 I t t 	 t '	 '^ I	 ^,
I itI M IT, T
i I r, 11 1 , ,i 1 •i I	 r
{II	 I . I	 , ^	 jl .'!! 'I1 ,I	 t	 `_	 i	 I	 !! ^^	 ,l
'{i	 , {^	 ..1; it h l 's{, 1	 I •^	 ^	 ;I	 I	 s1 ;^	 ! II
11 I	 r	 '' ^',!1!. ^
iwk ,i. iUi IfiI i t , + I , I i',i
msµ;
i'
''
'' li i
rT	 ;,	 ,
I	 I I
,^{	 r
t	 I r	 ;^
r ad. LT T' j1. ^ ;j, f'L^
w
a,
'I'	 Ir1 !	 +.I i[ 1i:i : I:I ;,'i r;! I;li ii II I ! li	 ° I{	 I	 t	 I.	 I,i	 r	 !
H
F—
O
25U
7YE
x
t
cZn
20000
L]
uj
w
°1 150
58
	 100
TIME IM MINUTES
FIGURE 23. THIRD ELECTRODE SIGNAL FOR 24 CELLS AT 20° C,
CYCLES 62 AND 63, LOAD RESISTANCE 150 OHMS
(AB12 CELLS)
401y .2. VIL- 4 //
35
I
50	 100
TIME IN MINUTES
THIRD ELECTRODE SIGNAL FOR SIX CELLS AT 20°C,
CYCLES 62 AND 63, LOAD RESISTANCE 150 OHMS
(AB12 CELLS)
450
400
350
100
50
0
0
'! t I+1 i. i	 i I; 1 i I i I li ^!	 1, I	 II'
.1	 I "` 'iI ! 7+ ;111 'ili I' 11II.
i; Sf ^ !li. '	 1` !I
41
II I ' I	 r' j I r ! ; I: it ' I I ! I	 'I	 !	• ! I ^ it
CURRENT' II'' ^^ ,:^' i r'T; T1 _
t
ii
r' I	 ^I 11i I k I I; i!	 p	 I	 l
jl,
1
10.0
i
: VCHARGE CURRENT ''	 ! r'	 i `` I	 !	 1	 ' ;	 '
5 1 I REFERENCE ; ; j! I'	 ; #' t
I
.
lI
1 :	 1	 r
I	 I	 ti
I I it
1, E	 1, 1'Irr ;I.. ^	 ^ II i	 ^,	 t::i r
'tl l ti i;' ik:	 r;r	 i
t.
!' r ~' !;.I 'kEt I'
,I
fr
,'
L'
iitl
'"
11 I'I, ^,!k
S
1	 , I
I
;!;	 ;I
I	 i t
I;
Ili 1	 }1 !,f
0	 CELL '';
—}} ;;
I^4Lu
^.
I, — —	 —11:
_	
'i;
^.
I' * 1 1l.' `• - ^•'^ '!'^
1 i;;t	 rf t l	 II I 	 I rli!
3'ic ; I. _!'
If
'r	 j';	 11 1 'c 't I	 I' ,'..i i !r. + I.) 1 - '^
i 1 .	 t	 i { 11
I
Il I
i
l ! ^ { ! ,`I{ :{II I1 .l	 ;	 I	 t 1 	 ; I	 t
: t
}_!i !,
•I  is L! ILI { i Isle 1	 S:.
^t
`
!I'
•r! II	 !	
.t
I'ri
ITM!
^^' it ^1
♦a
'I i t ct li I	 It !1}r !,I,
,I:^ I'
I^j	 t.	
{ti
,',	 '
^f
:+,
1-''
' I' }
1'I
:!
.I! _ .i^	 I i'it I p
r}I	 I j	 l11 :li'. t I.
,,:' I,
'I	 kt	 it
1}!i	
^` ^.
Q . U
{' Ir{ ! ^I! k
.11111 1 1ti l
'I I , r 14 !^^ !'! I :jl !	 tt,
,.
 
CELL iCELL
i i 'i :l ii
I(
Eil l ;ri,
l
i	 TV4.
.h
t
2Z 01	 AN0	 18
i
f	 ,^ ^I' ^ ! t l^^f
it 'Itl 1
I
II i t ti^r 'IfsII ^ij
1' j	 ^1	 l^	
•t
^I 113
i s +
ii
? :
1
.II ^,Jli
I .II ^ 1I I I 'i'i
'^ i "^
-,
^.	 ' 11	 i	 ,	 ;•` .I.
•}# I: k!# i 1 v,, - t}
{
i,^1 ill'Af 1° 1 lid !	 I 111 t	 ! Ir,lr .'! ^i,l	 11	 11I	 '` 1.
t I	 ` i,	 ^ r, ;;i: }	 I 1 li 't	 ;I ?;i '}I! ^ i	 !	 1	 .r' I	 is
1^jt
r^1`
;^!i
;:'
.1 I,I ,'! it I	 1	 ;1	 , S{ 1tFi i!'
± ! i ;t. t ' iI 'i !	 ! 111 t+ t tali
il:
r T ^ 
;;
1
. I ^I it 1 l	 i it i t t^ i ,,	 i'^.i 1^	 I,
ELL 10 '' ! 1	 # i;
.,
1
t	
i.	 ;1	
.!!
r I^' II' 141,
,I
II
>..
' al'
' ; l r r i'r	 -
r..^	
1 ;^	 ^ I `il ^^' F	 ( rl^ i ^ ii^`^i	 tfir •{^ ^,;,
FIGURE 24.
1/0" P A 4VI 1
cn
J
Q
300
z
J
C^
— 250
L3_!
O
LtJJ 200
S
f-
150
36
35
30
N
J
C3
25
J
J4
t7 2(
N
ul
O
O
AC
r
U
La
__j
	 1LW
O
Xr
4006 irk 	' +	 t11
^	 '	 }	 4	 t	 T
14.,	 4 ^ ^	 I	 ^	 ^	 t
{	 3000	 tr 4
i: HER
mT j	 tai	 t
T15011 I,^I	 j	 ^	 1	 !	 ,	 $I	 ^	 ^	 1	 ^
It
o
10[
5(
YU	 +4u	 au	 au	 L uu
TINE IN MINUTES
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An analysis of third electrode operating characteristics was performed
to determine the following information:
(a) Internal resistance characteristics.
(b) Recommended third electrode terminating resistance.
(c) A method by which the third electrode signals can be equalized.
The data and analysis presente(L here for several Bells are -representa--
tive of that obtained for each cell in the battery. The analysis was limited to several
cells since all the cells have similar basic response characteristics.
4.4.3 Internal resistance characteristics. The third electrode may be
considered as the following circuit:
101 v 0 2
where:
E	 — internal generator
R:	 = internal resistance
Ra i	= a particular load resistance
Raa	 = a load resistance not equal to Rax
I0z	 -- load current associated with the resistance Rax
Ioa	 = load current associated with the resistance Raa
VL,j	= potential measurement across the resistance Rat
Vat	- potential measurement across the resistance Rea
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Assuming the internal generator to be a constant voltage source, the
internal resistance appears as a variable resistor whose value may be determined by
measurement of the voltage across the external load resistance.
Then:
E	 =	 R11c1 + R2-. loa and E = Rl o2 + R221O2,
R1 101 + R211^1 = R11 2 + R221o2
Since:
Vol
 =	 Ra 1Io1 and Vol = Ra a 102
R11ol + Vol = R11oa + Vc2
Therefore:
R 
1	
Vc 1 - V02 	 QVo _ 101 - V02
102 - 101	 A 10	 V02 - VOI
Rae Rat
The internal resistance characteristics of cell 21 were determined
by using figure 25 and the preceding derivation.. The results of this analysis are .shown
in figure 34. The figure is a family of curves which illustrate the internal electrode
resistance characteristics during the control portion of the charge cycle. Time as
shown on figure 34 can be correlated with the time axis in figure 25. The divergence
of several data points is attributed to battery parameter changes which occurred as a
result of the tuna difference between rocorded data (data, were taken at various paints
over a 2000 cycle period) .
The third electrode internal resistance is equal to the negative slope
of the curves shown in figure 34. As shown, maximum internal resistance occurs when
the external load is between 150 and 300 ohms. At the point of maximuirt internal
resistance, the internal signal generator approaches a constant current source. The
data of figures 30 through 33 were replotted to depict the internal resistance character-
istics of cell 7 at equal states of charge as a function of temperature. These data are
shown in figure 35. Maximum internal resistance again occurs when the external load
is between 150 and 300 ohms at all temperatures.
Figure 36 depicts the internal resistance characteristics of cell 3
throughout the control portion of the cb;,xge cycle. This curve was calculated in a
similar fashion to figure 34. It is evident from the figures that maximum internal
resistance also occurs when the external load is between 150 and 300 ohms.
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A comparison of cells 2, 3, and 7 is shown in figure 37. The cells
are shown at an equal state of charge. Although the cells all exhibit maximum internal
resistanee wiVan the same external load ranges, the figure illustrates the nonuniformity
of the third electrode response.
FIGURE 37. INTERNAL RESISTANCE CHARACTERISTICS FOR THREE CELLS
AT A PARTICULAR STATE OF CHARGE (AB12 CELLS)
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4.4.4 Comparison of third electrode response for four cells tested under
same conditions. Signal values for four cells were taken at test conditions of 20UC
with a 200-ohm third electrode load at various states of charge. These values were
compared to see if the signal deviation from cell to cell at a particular state of charge
was uniform throughout the cycle. The results as shown in table II indicate that the
signal deviations were not uniform and varied at each state of charge, i.e. , the
deviation of one signal from another at the beginning of charge was in no way related
to their deviation at the end of charge. This rules out the possibility of matching
third electrode responses by adjustment of load resistances based on signal variation
under a given set of conditions.
TABLE H. SIGNAL IN MILLIVOLTS AT VARIOUS STATES OF
CHARGE FOR FOUR CELLS, 200-OHM LOAD AND 20°C
Signal. mV
Cell Begining of Constant Voltage Maximum Signal
Constant Charge After Charge
Current Termination
Charge
2 44 175.0 237.5
3 38.0 162.0 217.0
7 45.0 47.5 175.0
21 42.5 175.0 248.0
4.4.5 Selection of battery third electrodes. When the third electrode is
considered as a black box and the internal generator as a constant voltage source, the
internal resistance appears as a variable resistor whose value is determined by the
value of the external electrical load. As shown in figure 34, 35, and 36 the internal
resistance changes from positive values through negative values with the maximum
resistance occurring between 150 and 300 ohms external load. Although an cells
tested indicated maximum internal third electrode resistance between 150 and 300
ohms external load, the signal values of each third electrode were not equal. Non-
uniformity of the signal values must be eliminated in the flight battery which requires
three redundant third electrode charge termination control signals. To achieve signal
uniformity, the external load resistors will be chosen so that at charge termination
all three signals will be equal. The mean value of the external load will be 201 ohms
since this is the constant curren& point which facilitates calculation.
Assembly of the flight battery with three redundant charge termi-
nation electrodes can be achieved in the following manner. All flight cells will be
subjected to several simulated ATM cycles at 20°C with 200 -ohm third electrode load
resistors. After steady-state cycling is achieved, the ampere hour charge/discharge
r
 VI
A off2 ose//'
1
a j.
52
44011 A A YV/
ratio can be determined. All the third electrode signals are recorded when the charge/
discharge ratio is equal to 110 percem^ at 20 0C. During flight battery assembly the
previously recorded third electrode data will be available from which three charge
terminations control cells can be chosen.
4.4.6 Temperature dependence of third electrode signal. Figures 38, 39,
40, and 41 are log plots of the third electrode signal as a function of temperature and
load. These figures were plotted from data similar to that depicted in figures 3P
through 33 for cell 7, AB12 type battery. Each log plot is a family of curves which
depicts the signal value of cell 3 at various states of charge with a given load resistor.
The time associated with each curve in the figures corresponds to a state of charge.
A replot of cell 3 at a given state of charge is shown in figure 42.
Each curve in the figure represents the temperature response of the third electrode
^	 p	 p	 p	
1for the indicated load values.
Figure 43 was plotted to depict the relative signal values of three
cells at two states of charge. The state of charge corresponds to the time values
indicated in the figure. The significant factor in this figure is the nonuniformity of
the cells response when all three cells are subjected to a 400-ohm load resistor.
The log plots of third electrode signal as a function of temperature
has possible future application. Plots of the type shown in figure 42 for cells with
similar temperature sensitivities should yield parallel lines. By adjustment of third
electrode load resistances, with a mean value of 200 ohms, cells with similar sensitive
vities could be made to give identical responses. A suggested cell matching procedure
based on similar temperature sensitivities is as follows:
(a) Record third electrode signals of each cell at two different
temperatures and at equal states of charge.
(b) Calculate the slope of the log signal versus temperature curve.
(c) Group the cells according to similarity of temperature
sensitivities.
(d) Match cell group signals through adjustment of third electrode
load resistances.
Calibration of third electrode signal versus pressure would provide
a means for predicting pressures in these temperature ranges. Such a calibration
would also make it possible to determine pressure rates from data similar to figure 22
and the effect of temperature upon these rates.
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4.4.7 Summary - third electrode signals. Several important third electrode
operating characteristics were determined during testing: one of these is the internal
resistance of the third electrode, another is the temperature response, and a third
is the nonuniformity of cell response when ceLs are subjected to identical cyclic con-
ditions. These characteristics have determined the methods to be used which will
enable the optimized choice of charge termination control third electrode.
4.5 Recharge Requirements. The cyclic operation (charge/discharge) of a Ni-Cd
battery requires that more electrical energy be replaced during charge than is removed
during discharge. The basic source of inefficiency is in the energy conversion process
which, during charge, converts electrical energy to chemical energy, thermal energy,
and gas; and during discharge converts chemical energy to electrical and thermal energy.
Thermal energy, which is dissipated as heat and is therefore not part of the desired
energy conversion process, must be replaced during the charge cycle. However,
energy replacement, beyond the amount necessary to completely charge the battery and
replace the losses, will generate additional thermal energy and gas. The charge
criterion therefore, is to maintain an electrical energy in-out ratio which will maintain
a given state of charge.
A convenient unit specifying the electrical energy removed and replaced
during discharge and charge, respectively, is the ampere-hour. The ratio of ampere-
hours-in to ampere--hours-out is defined as the recharge fraction. State-of-the-art
Ni-Cd battery information at the initiation of the ATM program- indicated a minimum
recharge fraction requirement of 120 percent at 20°C operating temperature with a
nominal electrical load of 200 watts. This recharge fraction will result in approicimate-
ly 28 watts of excess heat being generated by a 24-cell, 20-ampere-hour Ni-Cd battery.
With an ATM electrical power system design constraint precluding the use of an active
cooling system, the maximum battery generated heat that could be dissipated under the
environmental boundary was 19 watts, corresponding to a 110-»percc r ' re -barge fraction.
The development effort was therefore concerned with reducing the required recharge
fraction consistent with acceptable and reliable Ni-Cd battery operation.
Tests were conducted to establish acceptable recharge fraction values which
would result in operation of the battery within the ATM electrical and thermal specifi-
cations. The basic test procedure was to subject the test specimen to simulated ATM
orbital conditions and observe and record usable battery capacity as 'E'L function of cycles,
temperature, and electrical load. The recharge fraction was adjusted to an equivalent
value of 107 percent at 20°C with a 200-watt electrical load.
To acquire the required data, the 24-cell battery was subjected to simulated
ATM orbital conditions as shown in figure 44. Charge time was 58 minutes and dis-
charge time was 36 minutes. The charge was composed of a constant curren4, charge
followed by a constant voltage charge. Conversion from a constant current to a con-
stant voltage charge occurred when the battery voltage reached a preset level. This
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preset voltage level is a function of temperature as previously shown in figure 19.
The constant voltage charge was 0. S volt less than the preset level. Charge termination
occurred when the third electrode signal from the most negative cell in the battery
reached 200 mV. The 200-ohm third electrode load and the charge termination voltage
level remained constant throughout the test.
The test specimen was subjected to 2000 simulated ATM orbital cycles prior
to recording the recharge fraction data. The purpose of the pretest cycles was to
establish proper battery performance at 0°C. Test data were recorded at four temper-
atures: 0, 10, 20, and 30`' C . At each temperature, the battery was subjected to five
different loads ranging from 100 to 291 watts. The battery was cycled for 4 hours at
each load prior to recording test data. All the data points were based on an average of
three cycles each. The charge/discharge ampere hours were determined with an
ampere-hour integrator. All voltages, battery current)and third electrode signals were
monitored with a data acquisition system.
The results of the pretest cycles are noted in figure 45. Although the
indicated cycles were recorded primarily at 0°C, several data points reflect 20°C and
30°C cyclic performance. Since the measured capacity at cycle 2000 was above the
rated battery capacity, it was assumed that the battery was being sufficiently recharged.
This assumption was based on the capacity degradation from cycle 0 to 2000 which was
less than anticipated based on all previous battery test data.
CYCLES (94 KIINTES "E8 CYCLE)
FIGURE 45. CAPACITY CHARACTERISTICS, ATM 2000 CYCLE TEST PRIOR
TO RECHARGE FRACTION TEST, AB12 BATTERY
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The results of the recharge fraction tests are shown in figure 46. As shown,
the required recharge varies as a function of load and temperature. The variation is
the result of battery response to external conditions such as load and temperature.
A Ni-Cd battery has the highest charge efficiency when the state of charge is
80 percent or less. Conversely, the charge efficiency decreases when the state of
charge increases above 80 percent. At 100 percent state of charge, the charge effici-
ency is zero. This factor accounts for the increase in the measured recharge fraction
as the load was decreased. At light loads, the battery is cycled at a high state of charge,
therefore charging is less efficient.
Charge efficiency is also a function of temperature. As temperature in-
creases, the charging efficiency decreases. This factor caused the rise in the re-
charge fraction as the battery temperature was increased.
The results o-' +he recharge fraction test, together with the 2000 pretest
cycles at 0° C and the 1500 post-test cycles at 20°C, has indicated acceptable battery
operation with an associated recharge fraction that reduces total battery heat to accept-
able ATM levels. The battery capacity characteristic at 20 0C during the 1500 post-
test cycles is shown in the 3000 to 4500 cycle test period of figure 53.
The battery heat generated at a 20°C cyclic operation with a 200 watt elect-
rical load is approximately 17 watts per cycle. This value is the result of operation
at 107-percent recharge fraction and is within the ATM thermal specifications.
To achieve maximum battery operating efficiency, the charge termination
control third electrode must be chosen so as to provide a proper signal for termi-
nation. An example of the response of third electrode signals is shown in figures 47
and 48. when cell 3 is used for charge termination, the recharge fraction is 105.7
percent. Conversely, when cell 1 is used the recharge fraction is 113 percent. The con-
clusion to be derived from this data is that the choice of the controlling third electrode
determines the recharge fraction. Charge termination of the ATM flight cells will be
determined by use of the above information.
4.6 Capacity Degradation Characteristics.
4.6.1 Capacity as a function of temperature and cyclic history. The most
important phase of the Ni-Cd battery investigation was to establish the useful battery
capacity as a function of temperature and cyclic history. Absolute battery capacity
tests were conducted on battery GE3CAE10. Each test cycle consisted of 30 ampere-
hours of charge followed by a complete discharge and strapout. The charge was
delivered to the battery at a 15-ampere constant current. When the battery voltage
had increased to a preset level of 35.4 volts, the charge was converted from a constant
current charge to a constant voltage charge. The constant voltage, which was 0.7volt
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below the trip level, was maintained until 30 ampere-hours had been delivered to the
battery. Capacity was measured by discharging the battery at a constant 10-ampere
rate until the voltage of any one cell decreased to 1.0 volt. Following the capacity
test, each cell was shunted with a 1-ohm resistor until the cell voltage decreased to
!	 0.9 volt at which time the cells were individually shorted electrically. The short was
maintained for 72 hours. Prior to application of the short, the temperature was
changed to the subsequent test temperature to assure battery equilibrium prior to the
next charge cycle.
Absolute battery capacity as a :'unction of temperature is shown in
figure 49. Each capacity test is depicted by an individual point. The numbers
associated with each point indicate the order in which the tests were conducted. The
data indicate that the battery contains rated capacity at temperatures between 0°C and
40°C. However, note that the tr ysts depicted in figure 49 were single cycle tests and
that steady--state cycling at the ttist temperatures would not result in the capacity levels
indicated.
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Cyclic capacity degradation was measured to acquire information to
assist in optimizing the charging technique. The initial capacity characteristics were
determined with an AB09 type battery. The test cycle and the resulting capacity
characteristics of the AB09 test were previously shown in figure 11 and figure 10,
respectively. As previously shown in figure 10, a change in the charge regime and
an increase in trip voltage for the AB10 type battery tests resulted in improved
capacity. The only difference between the two cell types was that the AB10 cells con-
tained a third electrode. The AB09 battery test was conducted at 23°C and the AB10
battery test was conducted at 20°C. The increase in trip voltage was possible through
the improved cell matching as noted in paragraph 4.2.
Additional capacity degradation tests were performed on the AB12
type cell which contains a third electrode and a fourth electrode. These tests were
intended to demonstrate the useful battery capacity characteristics. The test cycle
used in this test was previously shown in figure 44. This test also included a temper-
ature compensated maximum charge voltage. The general test procedure was to
subject the test specimens to continuous simulated ATM orbital cycling with a fixed
set of charge and discharge control parameters. After a definite capacity trend or
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1 goal was established, one parameter was changed and the test was continued. Battery
capacity was determined by discharging the battery immediately following the com-
pletion of a charge at a 10-ampere rate until the voltage of any cell decreased to 1.0
volt. If testing was to continue after the 10-ampere discharge, the battery would be
fully charged by extended ATM charge, and cycling would continue.
In general, battery capacity characteristics are affected by two
considerations: the response to temperature and the possible capacity recovery tech-
niques once degradation had occurred.
Temperature characteristics of the free ATM flight-type test
batteries (AB12 cells) are shown in figure 50. The 20°C and 30°C curves depict the
expected performance of a battery which is subjected to continuous cycling at the
indicated temperature. In this respect, the curves depict worse case battery perform-
ance at the respective temperature. Although the O G C curve reflects primarily 0°C
data, the curve also reflects battery performance when the battery is subjected to
temperatures between 0° C and 40°C. The 0°C curve data were taken from a test
sequence which consisted of a high temperature test for up to 4 days, preceded and
followed by at least 4 days of 0°C cycling. As shown in figure 50, the average
capacity degradation is not greatly affected by the high temperature. The high temp-
erature cycling was performed to acquire third electrode characteristics data.
One obvious conclusion from figure 50 is the rapid battery capacity
degradation as a function of steady-state cycling at high temperatures. Another factor
is the nonlinear temperature response of the battery. What is not well defined,
however, is the battery response to a variation in temperature and loads. The 0°C
curve is an example of this type of response but it does not define precisely what the
relationship is.
The capacity degradation of a battery imposes limitations on mission
objectives. Capacity degradation can be defined as the decrease in available batterycapacity
within usable voltage limits. The total battery design capacity is always available
but after the onset of memory much of it is below usable levels. Part of the capacity
degradation test program was to determine if a capacity recovery technique could be
devised which would effectively recover any or all of the battery capacity below usable
voltage levels.
4.6.2 Capacity recovery techniques. It has been theorized that the useful
battery capacity is a function of the battery discharge rate. The theory was tested by
subjecting a rated 20-ampere-hour AB09 battery, which had a useful capacity of 14
ampere-hours, to a series of sequential capacity tests where each capacity test would
be preceded by 50 simulated ATM cycles and be conducted at different discharge rates.
The results of this test are illustrated in figure 51. The 2-ampere-hour difference
shown in the figure is attributed to instrumentation error.
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Another technique which can effectively be used to partially recover
useful battery capacity is a decrease in operating temperature to 0"C or less. This
technique is demonstrated in figure 52 and 53. Figure 52 depicts a partial : eful
capacity recovery at cycle 1400 and cycle 2550. Figure 53 depicts a partial useful
cupaelty recovery at cycle 4400. In all three situations, recovery was achieved in
approximately 400 continuous simulated ATM cycles at 0°C and the amount of recovery
was approximately 7 ampere-hours.
A recovery technique which has achieved success is a complete
battery discharge such as that shown in figure 54. The indicated strapout for the
battery was approximately 2 months. However, a 72 hour strapout is sufficient to
achieve a recovery. What the strapout essentially does is to make available capacity
which is below usable voltage levels. The limitation of this recovery technique is that
individual cell short circuits are required because of cell inequalities. The inequalities
would cause a cell voltage reversal and possible cell failure if a battery short circuit
were used instead of an individual cell short circuit.
A capacity recovery technique which could be easily applied in space
but has limited effectiveness is the trickle charge. Figure 55 shows the test results
of two trickle charge tests. The first test was conducted at cycle 1000 at a 2-ampere
rate. The second test was performed at cycle 1310 at a 1.5-ampere rate. The first
test resulted in thermal runaway and had to be terminated. However, prior to term-
ination at least 10 ampere-hours of trickle charge was delivered to the battery after
it had been fully charged. As shown in the figure, the usaldle capacity did not apprec-
iably increase. The second trickle charge test was composed of two charge rates.
A normal simulated ATM charge of approximately 5 ampere-hours was conducted prior
to a 22 ampere-hour, 1. 5-ampere trickle charge. The trickle charge interrupted the
normal cycle routine. The results, as shown in figure 55, increased the total useful
battery capacity by approximately 0.6 ampere-hour. This indicates a limited useful-
ness for an extended trickle charge as a capacity recovery techm -e.
4.6.3 Post-launch battery characteristics. Tests were conducted on an
AB12 type battery to determine t a performance characteristics under simulated post-
launch preoperational conditions. Prior to this test, this battery had been subjected
to 2600 simulated ATM cycles at 20°C.
The simulated post-launch test was conduced in five phases as follows:
(a) Phase I: Following a 72-hour strapout, the battery was charged
at 20°C until 30 ampere-hours had been delivered to the battery.
A capacity test was then conducted after an 18-hour open-circuit
stand to establish a base line value. Following the capacity test,
the individual cells were short circuited for 72 hours.
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(b) Phase II: Following a 30 ampere hour charge at 20 0C, the
battery temperature was decreased to minus 14°C. A capacity
test was conducted following an 18 hour open-circuit stand. The
individual cells were short circuited for 72 hours after the
capacity test.
(c) Phase III: Phase III was a repeat of Phase IT, except for a lower
temperature limit of minus 200 C.
(d) Phase IV and Phase V: A charge of 30 ampere hours was de-
livered to the battery at 20°C. After the temperature was de-
creased to minus 20° C and the battery was open circuited for 18
hours a 14-hour simulated,	 post-launch discharge was conducted.
The post-launch discharge load profile is shown in figure 56. The
battery was subjected to simulated ATM cycling for 38 hours
immediately fallowing the discharge.
	 j
Th,-- results of Phase I through Phase III testing are shown in figure 57.
Phase I was conducted twice. On the first run, the battery was subjected to simulated
ATM cycling at 20°C following the initial charge, so that all battery parameter adjust-
ments could be made. The base line capacity test was performed on the second run
and resulted in 24 ampere-hours capacity at a lower battery voltage limit of 27.2 volts.
Two test cycles were also performed during Phase H. Both indicate approximately 19
ampere-hours capacity with a final battery voltage of 27.7 volts. The results of Phase
III, as shown in the figure, indicate a capacity of 20 ampere hours at a final battery
voltage of 26.7 volts. Low temperature battery discharges result in a decrease in
absolute battery capacity when the charge temperature is above the discharge tempera-
ture. The test data indicate a capacity loss of 5 ampere-hours with a 40°C decrease
in temperature. There also appears to be no difference in the capacity loss at a 34°C
temperature decrease {Phase II) and a 40°C temperature decrease (Phase III).
The results of Phase IV and Phase V are shown in figure 58. It was
assumed that at the start of discharge the total battery capacity was 19 ampere hours.
The assumption was based on the results observed in the Phase Ill test. The total post-
launch discharge capacity was 13.4 ampere-hours, which is a 70 percent depth.
Battery voltage at the end of the post-launch discharge was 30.08 volts. After the post-
launch discharge, the battery was immediately subjected to simulated ATM cyclic
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operation at minus 20°C in which the charge time was 58 minutes and the discharge
time was 36 minutes. During discharge, the load was 200 watts for 36 minutes or
approximately 4.7 ampere-hours. As shown in figure 58, the available battery capacity
was 19 ampere hours after approximately four simulated ATM cycles.
Following 18 hours of cyclic operation at minus ',; °C, the battery
temperature was increased to 20°C. After an additional 24 hours of cyclic operation,
a capacity test was performed. The results of the final capacity test for Phases IV
and V are shown in figure 59. In both tests, the measured capacity was greater than
24 ampere-hours with a final, battery voltage above 27.5 volts.
The battery capacity as a result of the post-launch data appears to
be a function of the charge and discharge temperature. When the battery was charged
at 20° C and discharged at minus 20°C, the capacity was reduced by approximately 5
ampere hours compared to the 20°C capacity. Likewise, when the battery was charged
at minus 20°C and cycled at 20°C, the capacity was again equal to the original 20°C
value.
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The simulated post launch preoperational test results indicated all
battery characteristics remained within their acceptable operating limits. The battery
voltage after the 14 hour discharge was 30.08 volts which is well within the operating
limits of the Toad regulator. Individual cell voltage tracking was within 5 mV during
the entire 14-hour discharge. During the subsequent ATM cyclic operation, cell volt-
ages also remained within safe operating limits,
Overall test results indicate excellent battery performance under
simulation post-launch preoperational conditions. Although present post-launch con-
ditions require about a 50 percent depth of discharge, the test data indicated success-
ful battery performance at a 70 percent depth of discharge at minus 20 6 C.
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B. CONCLUSIONS AND RECOMMENDATIONS
5.1 Summary of Nickel-Cadmium Battery Tests. Maximum cell voltage of the
Ni-Cd batteries is limited by the hydrogen evolution potential which is reported to be
1.47 to 1.55 volts. On a battery basis, the maximum voltage is limited by the cell
which contains the minimum capacity because this cell will be the first to reach the
individual cell voltage limit. Maximum cell voltage or battery voltage is also tempera-
ture dependent. Typical maximum voltage values are 36.8 volts at minus 10°C, 36
volts at 10°C, and 34.6 volts at 30° C. The use of the max, !mum voltage level as a
battery charging limit appears to delay the onset of the memory phenomena.
Charge acceptance in a Ni-Cd cell is most efficient at a 2C charge rate.
However, there are temperature limits. During low temperature operation, a high
charge rate will cause internal cell hydrogen evolution. Quantitative values on the low
temperature operation have yet to be determined. The maximum charge rate of 0.75C
has resulted in no observed cell or battery operating anomalies from minus 20°C to
40°C.
The recharge requirements for 20 ampere hour cells have been empirically
determined for loads ranging from 100 to 300 watts, and for temperatures from minus
10°C to 30°C. These recharge values are a considerable improvement in the state-of-
the-art. At 20°C with a 200-watt electrical load the battery recharge fraction was
decreased from 120 to 107 percent while the battery efficiency was increased from
75 to 80 percent. Under these conditions, the heat generated per cycle has been de-
creased from approximately 28 watts to 17 watts.
The third electrode signal characteristics resulted in the determination of
internal third electrode resistance, temperature response, and nonuniformity of cell
response when the cells were subjected to identical cyclic operations. When the
internal third electrode signal source is assumed to be a constant, the internal resist-
ance becomes a function of the external load resistance. Maximum internal resistance
occurs when the external load is between 150 and 300 ohms. At maximum internal
resistance the third electrode signal approaches Aa constant current source. In the final
flight battery assembly the constant current characteristics can be used to facilitate
the selection of charge termination control signals.
The usable capacity of a battery is a variable quantity which decreases as
a function of battery cyclic history, operating temperature, and charge/
discharge control parameters. Capacity degra iation, which is considered a memory
phenomena can be delayed and under certain conditions reversed. Once memory has
developed a significant capacity recovery can be obtained by discharging the battery
and shorting each cell for a minimum of 72 hours. Normal battery cycling can be
resumed after th.e strapout. A partial, approximately 7 ampere-hour, battery capacity
recovery can be achieved by subjecting the battery to 0°C cyclic operation if the
memory was developed during 15°C or higher temperature operation.
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5.2 ATM Flight Battery Operating Methods. As previously stated, the purpose
of the test program was to establish Ni-Cd cell and battery operating characteristics
and control parameters which woo;s' m q.intain battery performance within the ATM
mission requirements . The flight bat'cery operating limits and operating specifications
have been established. The flight bat'.ery will be charged at a rate which is limited by
(1) a mimimum charge of 15 amperes, (2) available solar array output, (3) maximum
allowable battery voltage. When the maximum battery voltag F • level (figure 19) is
rea-:hed, the charge is limited to a constant voltage that is m.intained 0.8 volt below
the maximum allowable battery voltage. Charge termination will be controlled by the
highest voltage of three redundant third electrode signals which have been preselected.
A typical ATM cycle is shown in figure 44. All the cells contained in a 24-cell battery
will be matched on an ampere-hour in-and-out basis. The match criterion will be t 1
percent. The choice of the third electrode charge termination signal will be determined
from preassembly signal data. Redundant signals will be accomplished by proper
choice of the third electrode load resistor. The application of this procedure should
provide safe operation and maximum useful battery capacity for the duration of the ATM
mission.
5.3 Recommendations for Future Nickel-Cadmium Battery Testing. The
recording and analysis of test data in most test programs generally uncovers several
additional problem areas for each problem resolved. The Ni-Cd battery testing
established many of the battery operating characteristics but it also indicated the need
for additional specific data in several areas.
Maximum battery voltage is primarily limited by the evolution of hydrogen
which occurs somewhere between 1.47 and 1.55 volts. A specific voltage value, as a
function of temperature and charge rate, would be very desirable. If, as is likely,
they value is a statistical quantity, then statistical limits should be determined and
possibly the cell construction variations, which cause the voltage variations from cell
to cell.
Charge termination control data provided by the third electrode signal also
requires additional quantifying. Specifically, cell pressure and its relation to the
signal value as an absolute value or statistical data must be acquired. Statistical data
with high signal values would point out the need for improved manufacturing and control
techniques. Internal cell pressure values would also provide information and data on
cell operating techniques. An important factor, especially if the useful battery,,,yelic
life is extended, is the degradation characteristics of the third electrode signals.
Proper battery recharge might not be achievable after extreme cyclic operation if
excessible third electrode degradation occurs.
One of the most discernable battery characteristics yet the most difficult
to control is the capacity degradation. The solution to the problem must be approached
froze two sides: manufacturing techniques such as chemical additives or improved
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plating, and operating techniques such as unproved charging and discharging methods.
An additional capacity degradation control technique which requires farther investi-
gation and development is cell matching. The approach is particularly applicable to an
optimal operating procedure.
Future mission applications of secondary Ni-Cd batteries will be consider-
ably assisted by acquisition of more specific data on operating characteristics of Ni-Cd
cells as outlined in the test recommendations. These recommendations would assist
power system designers in optimizing ;:3econdary battery applications for future
missions.
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